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Data sheet for 1IMT0013 Dust Explosion-proof Motors

1MTO013 R 53 L BAIR R I BER

MLFB-Ordering data:

Explosion-proof grade:

Motor type:
Client order no.:
Order no.:
Offer no.:
Remarks:
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IM B3

FS 280M

655kg

IP65

IEC/EN 60034

IEC, DIN, ISO, VDE, EN

Mechanical data/ FI#EHEEEHHE

Terminal box /| ZE48&

Sound pressure level 50Hz/60Hz
AR, 50H2/60Hz (F13K)
Moment of inertia
HEEiRE

Bearing DE | NDE

#h7% DE | NDE

Bearing lifetime

G

Lubricants

ke

Regreasing device
BEREE

Grease nipple

R

Type of bearing

i ZeSid]

Condensate drainage holes
Hekzl

External earthing terminal
ShEREED

Vibration class

HRANER

Insulation

EER

Duty type

THes=

Direction of rotation
izl

Frame material

MU

Data of anti condensation heating
AN

Coating

e

Color

i)

Motor protection

BRI

Method of cooling
#EE

66 dB(A) -1-
1.69 kgm?
6317 C3 6317 C3
-/-
2# Li Grease

Yes

M10x1
floating bearing DE

IR RE S
No
Yes
A
155(F)
s1

bidirectional
X
cast iron
ek

-/-
Yes
RAL7030

-

IC411 - self ventilated, surface cooled

IC411 - ¥

Terminal box position
e Ao hAC

Material of terminal box
TR EME

Type of terminal box
BARHS

Gland size / Plug size
B2/ Rl R

Cable diameter

HAE AR (mm)

Max. auxiliary terminals
SR BT A

Auxiliary cable entry
B HEARAL

Main terminal thread
R TR

top

AR
castiron

ik

-
M63x1.5/M63x1.5

37~44

Special design | B # it

Environmental conditions

Ambient temperature
NRRE

Altitude above sea level
BREE

Unrestricted

-15°C~+40°C

1000 m

Technical data are subject to change! There may be discrepancies between calculated and rating plate values.
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