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ata sheet for three-phase Squirrel-Cage-Motors

ZHRPRERIIHEER

MLFB-Ordering data:

Motor type:
Client order no.:
Order no.:

Offer no.:
Remarks:

V] D/Y

1TL8004-0EC02-1AA5

P
kw]

P |
[hp] 1Al

M
[Nm]

n

[Hz] [1/min]

NOM. EFF at ...
4/4 3/4

load
2/4

Power factor at ...
4/4 3/4

load [%]
2/4

1/
Wy

MJ/My

MJ/M, | IE-CL

T/Ty To/Ty

50 0.75 / 3.40 960 7.5

82.7 / / 0.70 / /

6.1

2.1 2.6

50 0.75 / 1.97 960 7.5

82.7 / / 0.70 / / 6.1

2.1 2.6

IM B3

FS 90S 24 kg P55

IEC/EN 60034 IEC, DIN, ISO, VDE, EN

Mechanical data | Pl EE5HE

Terminal box | 2465

Sound pressure level 50Hz/60Hz (No load)
FEES, 50HZ/60HZ (252;)(dB(A))

Moment of inertia
EEANRE (kgm?)
Bearing DE | NDE
7% DE | NDE

Relubrication quantity (DE|NDE)
IS8 A& (9) (DEINDE)
Relubrication interval (DE|NDE)
(DE|NDE)

EEEEE (h)
Lubricants
EBhE
Regreasing device
BEeEE
Grease nipple
SHR

Type of bearing
e Sic)

Condensate drainage holes

HekAL

External earthing terminal

SRS

Vibration class
RaNER

Insulation
SR

Duty type

TIer=t

Direction of rotation
e T

Frame material

HUEERH

Data of anti condensation heating

FanngR

Coating

23

Color

et

Motor protection
FEHERIP

Method of cooling
REAR

69 |
0.00555

62052ZC3 | 62052ZC3

No

/

Floating bearings

22 S

No

YES

155(F)

S1

Bidirectional
pulc]
Castiron

R

No
Yes

RAL 7011

Terminal box position
EEauE

Material of terminal box
EEaME

Type of terminal box
BARES

Cable diameter
EBEFELR (mm)

Max. cross-sectional area
BAEBYSEER (mm?)
Main terminal thread
R TR

Cable gland

B=

Main cable entry

FEHEFIREONE

in right side
af
iron sheet

23
/

13~18

6xM4

1 gland

M25x1.5

Special design | ##5k¢/

A = Without winding protection
Pzz sl
1C411 - Self ventilated, surface cooled

BIEX, RESED

Environmental conditions | 5%

Ambient temperature

RMEIRE(C)

-15 40

Altitude above sea level

EIREE

Technical data are subject to change! There may be discrepancies between calculated and rating plate values.
FHBAREE, BARSATEE 1)

1000m
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